
stihl Kombimotors
—

°Made in America of U.S. and global materials. Attachments and accessories sourced internationally.

v Standard      V Optional     — Not Applicable   
*Dry weight and powerhead only.    
Note: Specifications are as of Oct. 1, 2022. For most recent updates, visit STIHLusa.com. Models and specifications are subject to change without notice.  
Manufacturer reserves the right to change appearance, function and components of any STIHL product without prior notice or liability. 
Note: STIHL KM Series KombiMotors and STIHL YARD BOSS® power tools are designed to work with a variety of attachments.

KM/KMA SERIES KOMBIMOTORS

KM 56 RC-E 27.2/1.66 0.8/1.07 — 9.5 11.5 13 v — v v v —     

KM 91 R 28.4/1.73 0.95/1.27 — 9.7 24.0 15 — v v v v v

KM 94 R 24.1/1.47 0.9/1.2 — 8.8 18.3 15 — v v v v —

KM 111 R 31.4/1.9 1.05/1.4 — 9.7 24.0 15 — v v v v v

KM 131 R 36.3/2.2 1.4/1.9 — 9.7 24.0 14 — v v v v v

KMA 135 R — — 36 7.5 — 14 — — v v — — —

STIHL YARD BOSS®

MM 56 C-E 27.2/1.66 0.85/1.14 — 21.8 11.5 10 v — — v v v —
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